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Guarantee Certificate

Dear User: _
Thanks for using Easson brand products at first.In order to better our

service provided to you,after your purchase please carefully read this
Certificate and keep it.

Guarantee Terms & Conditions:

1.The guarantee period is one year during which starts from the date of installation and ends twelve months
then later.The guarantee service is anly rendered to the product's defective quality;

2.During the guarantee period,we provide free of charge parts to the user,but transportation(to and back from
the user's locate)fees occurred to our technicians will be borne to the user:

3.Free of charge repairing will not be offered to failures caused by incorrect operation or improper usage even
though the product is within the warranty period;

4.This Guarantee Certificate is applicable to customers of Easson & APEX and OEM Custorners of Easson;

5.This Guarantee Certificate is issued by Easson Trading HongKong Ltd,if the user is without the territory
of HongKong orGuangDong province,we will arrange the closest Easson Branch or Distributor(to such
customers)to provide demanded Guarantee service;

6.1f the product is repaired by the user ,the Guarantee Certificate will lose its validity automatically at once
no matter if this product is within is warranty period or not;

Service center:(HongKong)24284821; (ShenZhen)0755-27710789; (ZhuHai)0756-7511234
User Information

User Name: Machine Model;
ADD:
Install Technician: : Install Date:

. Machine body
Scale Model: NumBer:
Scale body Number; X: 4 & .

Easson Branches in Great China
' HongKong

Easson International Co Ltd : Easson Trading Co.Ltd
ADD:5F-7,NO.12,LANE 609, SEC,5, ADD:RM 4A,26/F. Well Fung Ind.Ctr,68 Ta
CHUNG HSIN ROAN,SAN CHUNG CITY, Chuen Ping ST.,Kwai Chung.NT.,HongKong
TAIPEI HSIEN, TAWIAN,R.O.C TEL:+00852-24284821
TEL:+886-2-29957069 FAX:+00852-24284832

FAX;+886-2-29957537

GuangDong{(China) . JiangSu(China)

Easson Measurement Technology Ltd Easson(JiangSu)Precision Ltd
ADD:SanZao Industrial Park,West Airport ADD:South of DongGuan Bridge,DongTai,
Road,Zhuhai,GuangDong,China JiangSu,China

TEL:+86-756-7511234 TEL:+86-515-5235627

FAX:+86-756-7511215 FAX:+86-515-52176%1
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Always Committed to Quality Technology & Innovation

Installation Instructions
A. Precaution: :
1. The travel length of the glass grating scale must be longer than the maximum travel of the machine,

there should be at least 10mm clearance between the ends of the glass scale and the maximum travel
of the machine as per the following figure shown.

2.To ensure the graduated glass scale to be installed is reliable, and to avoid any possibility of scale
misalignment, the scale should be installed on machined flat surfaces of the machine wherever possible.
In the case where there are no machined flat surfaces available on the machine, machined flat blocks
or the stainless steel fillers should be used. Wherever possible the scale ends and the reader head
Should be installed on a flat surface. -

3. Ifalever dial indicator is used to align the scale, it is important to ensure that the angle between the
dial Indicator lever tip and the surface measured must be less than 30'to avoid a cosine measurement
error. If a vertical dial indicator is used as per the following figures shown, it is important to ensure
that the dial indicator is perpendicular to the measured surface to also avoid the cosine measurement
error.
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4. The following considerations must be taken to select the proper installation locations.
(1) Scales should be installed on to a machined surface.

-

(2) The opening of the scale must not be installed as to be directly exposed to swarf, oil, Water,dust or
other foreign products. Covers provided should be installed.

(A) (B) (C)

(3) In cases where machined flat surfaces are not available, an installation block or strip should be

used to provide a flat datum for the installation. The installation strip must be as short as possible
to provide a rigid datum.

4—— |nstalation Block

(4) Aclearance of at least 3.0mm between the scale and scale cover.
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5. All the tapped screw holes must have at least 6 threads to allow the screw to be firmly secured into the
tapped holes. For the screw that is needed to secure a heavy load, the tapped holes must have at least 8
threads. After tapping the holes must be deburred and cleaned.

Mﬂ\\

6. All cables must be fixed, but allow for the maximum machine travel movements. Below are diagrams,
recommending the minium radius that should be used for bending the scale cable.

£ 3
N
R2>75mm

R1=35mm

7 . Grounding / Earthing is very important for the noise immunity, the grounding resistance must be less
than 1.0 ohm.

8. The horizontal and Vertical alignment measurement are taken at 20mm away from the scale ends as
per following figure shown.
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B. Installation standards & Requirements

1. Requirements for the mounting surface

a) ifthe scale mounting surfaces are not parallel to each other (i.e. As per shown infigure A and B),
the parallelism of the two mounting surfaces must be less than 0.1mm.

b) If the mounting surfaces are perpendicular to each other. (l.e.As per shown in figure c), the squareness
of these two mounting surfaces must be less than 0.1mm.
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2. Scale Alignment
itis very important that the scale must be aligned parallel to the travel of the machine slide.

For scale travel less than 950mm, the maximum parallel error between the scale and the machine
slide must be less than 0.1mm 0.15mm.

For scale travel longer than 950mm, the maximum alignment paralielism error must be less that 0.1mm.

L > 950mm
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Direction on Lathe Installation

when travelling towards the headstock the reading should be reducing. Cross slide towards the centre
should be reducing.

Note!
Atalltimes to give the best protection the scale should be mounted with the rubber seals facing

down.

Where extreme exposure to swarf, coolant, dirt and compressed air, are present, sheet metal cover
guards that are supplied should be placed over the scale for maximum protection. Between the scale
and the reader head there is a blue strip which helps to maintain the correct distance between the reader
head and the scale. This should be removed after installation

Scale Reading Direction
Before fitting the scale insure that the reading direction is correct. To change the direction of the reading
of the scale, turn the scale over. Generally the scale is reading in the correct direction with the label

of the scale exposed.

X

Lathe Scale Installation
Before fitting the scale connect the "x" axis to the cross slide to allow the Diameter function to work.
















